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Visit us at
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Voted No. 1 BrandMulti-Award Winning Brand

Stay Healthy Drink AOX



THANK YOU FOR CHOOSING AOX
We are con�dent that the AOX-800DD will provide you with the highest quality of clean water for your 

consumption. This unit is equipped with our latest technology in �ltration - Dual Dynamic Microbiological 

Intervention (DDMI) �lters. The entire system consists of a 2 stage �ltration process to remove impurities, 

bacteria and even heavy metals from your water. Filters are recommended to change once every 12 months.

Installation of Dispenser

1. Insert the faucet into the dispenser (Photo A).

2. Remove the aerator from the tap spout (Photo B).

3. Attach the diverter to the tap by tightening the top band (Photo C).

4. If the tap spout is larger that the diverter, you should use the inner ring by �tting it into the tap with the ring  

    key with the wider side going into the tap. The diverter will then be screwed onto the smaller side. 

5. If Ithe tap is too small, use the outer ring. The white rubber should fully cover the tap and tightened using 

    the metal band by turning the screw. The diverter can then be screwed on the side with the metal bands. 

6. Insert the tail end of the diverter into the inlet hole (Photo D).

7.  Turn on the tap (you will need to turn the knob at the diverter in order to divert the water to the dispenser) 

    and faucet to allow the water to run for approximately 1 minute. This is to �ush the �lters thoroughly.
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(Please use only microbiologically safe water or of known quality with adequate disinfection)
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